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Western Resources SS31.0 Overhead Service Mast Assembly Checklist

Address:

Contractor:

Permit #

The following checklist is not all-inclusive. Other code related

requirements may be included in this inspection.

ELECTRIC SERVICE STANDARDS [ 31T

OK SS-31.0 Is the meter can mounted at
Yes No n/a | the correct height?

HEEEN

OK 250.66 Is the Grounding electrode
Yes No n/a | conductor the correct size for the

L1 0

[

service and has it been installed per
SS-21.0?

OK
Yes No

L1 0

n/a

310.15 (B) (6) Are the conductors
properly sized and do the
conductors have the proper
insulation (damp, wet & UV) for the
service?

7 & 10.

OK
Yes No

L1 0

n/a

SMC Sec. 8-153 Do the Service
Entrance Conductors exceed 10ft.
lug of meter to lug of first means of
disconnect? Per local amendment,
when conductors are over 10ft a
disconnect is required.

ELECTRIC CODE.
6.

NOTES 1.

UPDATE DIM TO METER

OK 110.26 (A) (1) SS-31.0 Does the
Yes No n/a | meter and panel locations have the
|:| |:| |:| proper clearances? Refer to note 1
OK SS-31.0 Does height of the mast
Yes No n/a | exceed 4ft?

10

]

Is mast 2”’ Rigid Pipe? IMC is an
alloy; it is lighter weight and has a
bright finish as compared to Rigid. It
is not allowed.

Is pipe one piece? Pipe may be two

[ s[io/30/98 [ LIMITED THE HEIGHT TO TOFP OF MAST TO 18FT ABOVE GRADE
7|1zs28/00 |

[ slo9/01 /99 | UPDATE TO 1999 NATTONAL

1]

[ 6714794
[®71%75%

] RKG

FURNISHED BY CUSTOMER UL APPROVED SERVICE
MAST RSSEMBLY SEE NOTES
SERVICE POINT
GPPROVED SERVICE MAST C_AKP
FURNISHED /BY CUSTOMER
SEE \OTE I
CABLE #ROM 20LE TO WEATHERHEAD
“ZRVINATIONS BY NESTERN RESOURCES
RECOMMENDED MINTKUM CONDUCTOR SIZE FOR Y
CUSTOMER’S STNGLE P4 SERVICE ENTRENCEX i
P 1008MPRY E3 COPPER THAN QR THHN
F2 ALY OR COPPER CLAD ALUN | Ay
2009 3/0 COPPER THIN OR THHY
L0 3LU¥ OR COPPER CLAD FLUN
X REQ'D SIZE ACCORDING TO hEC OR LOCAL OCDES
(i MIN. SERVICE ZNTRANCE REGARILESS OF LOAD.
CONDCTOR SIZE SHALL BE WITHIN THE LIVITS
SPECIFIED BY TH€ METER ENCL. MEMUFACTIRER

SEE $5-33.0

x|

18 FT
MaX,
IGHT

) I FOX Ay WAST 70 8 ELECTRICALLY BONDZL
" A T CONDUCTOR T0 WETER ENCL. SEE NOTE
SEEME /D B Tiere A
THRERDED
4B 10 F1 - NETER ENCLOSURE TC 3°
VETER ML T FURNISHED BY HESTERN
IR = RESOLRCES AND 1YSTALLED
HETER 2NCL SUURC
SE o7 56" BY CLSTONER. /A
8 NOTE 51-0MIN ALL VETER ENCLOSURE WIRE -
CONNECTIONS £RE VADE i
Vo BY CONTRECTOR/CUSTONER A/ e
b R -
,\@ SURFACE GRADE SEE 10 EA\.‘
I}
. I
NCTES: !

A METER ENCLOSURE TO BE LOCATED SO THAT IT SHALL BE CLEAR OF SWINGING DOORS AND
S0 THAT T+ SSRVICE CABLE SKALL NOT CROSS IN FRONT OF WINDCWS OR OTHER OPENINGS. |
VETER ENCLOSURE SHALL BE LOCATED SUCH THAT IT IS FREE FROM OBSTRUCTIONS (E.6
DOCRS AND WINCOWS), 3 FT SIDE TO SIDE. A\D 3 FT IN FRONT OF METER ENCLOSURE.

NEC 110-26, $S-23.0. METER ENCLOSURE AND THREADED 4UB COUPLING SUPPLIED BY
KESTERN RESOUR INSTALED 3Y CUSTOMER.

A SEPARATION TC COMMUNICATION WIRES SHALL NOT 3E LESS THAN 2¢" IN CROSSING SPAN: 12"
IN PARALLEL SPAN; 4" IN RELATION TO THE HOUSE. NEC 800-128, 820-10, NESC 233!
COMMUNICATION GROUNDS SHALL BE ATTACHED TO METER ENCOSLRE GROUND. NEC 25C-92
THE MAST SHALL BE ELECTRICALLY BONDED TO THE YETER BASE.

CUSTOMER SHAL OWN AND INSTALL U.L. A°PRCVED SERVICE MAST (INCLUDING CONDUCTORS.
TN MAST), GROUND EQUIPMENT AND SERVICZ ATTACHVENT BRACKETS. ALL M ENCLOSURE
WIRE CONNECTIONS SHALL BE YADE BY THE CUSTOMER. THE CONDUCTOR SIZ LL BE
WITHIN LIVITS SPECIFIED FOR THE METER LJGS BY THE METER ENCLOSURE MANUFACTURER.
A CUSTOMER INSTALLED SERVICE MAST R OTHER SUCH SERVICE SUPPORT ATTACHMENT
POINT SHALL BE CAPAB_E CF WITHSTANDING 800 LBS. CABLE TENSION. MAXIMUM

HEIGKT 70 TOP OF MAST IS 18FT UNLESS LOCA. CODE REQUIRES OTHER. (SEE 85-33.C)
EXCEPT FOR WIRES EXTENDING QUT OF WEATAERHEAD (ALLOW 37T EXCESS FOR COMNECTIONS)w
ALL SERVICE CONDUCTORS SHALL BE IN CONDULT. USE 2" UL LISTED GALVANIZED RIGID
STEZL CONDUIT R LARGER CONDUIT RECOMMENDED BY NEC (EXCLLDES EMT AND PVC).
CONTECT WESTERN RESOLRCES SERVICE REPRESENTATIVE IF LARGER SIZE IS REQUIRED.

A ONLY ONE SERVICE ENTRANCE CONDUCTOR $+ALL BE ALLOWED TO EACK METER ENCLOSURE LUG.
A HAXIMU¥ OF TWO SETS JF SERVICE ENTRANCE CONDLCTORS SHALL BE ALLOWED IN AN 4P-
PROVED METER ENCL WITH A CONNECTOR DESIGNED FOR TWO SETS 07 SERVICE CONDUCTORS.<d
=NCLOSURE SHALL NOT BE USED FOR ANY OTHER PREMISZS WIRING EXCEPT FOR GROUNDING
WIRE (NEC 230-7). CUSTOMER'S DISCOMNECT SKALL 3E GRCUPED AT A COMMON LOCATION
¢ND SHALL BE WITHIN 15 FT OF BUILDING PENETRATION OR LOCAL CODE.

FOR RECOMMENDEL SZRVICE ENTRANCE GROUNDING DETAILS SEE DRAWING $5-21.C.
CLEARANCE MAY BE REDUCED TO NOT LESS THAN 18 INCKES FOR MAST RACEWAY SERVICZS
OF 300 VOLTS OR LESS, PASSING THRCUGH THE OVERAANGING PORTION OF THE ROOF,
PROVIDING THAT NOT MORE THAN 6 FEET OF SERVICE CONDUCTCRS PASSES OVER NOT

\ MORE THAN 4 FEET OF ROCF SURFACE MEASURED HORIZONTALLY. NEC 230-2(a)
FOR ATTACHMENT OF POWER SRVICE CONDUCTOR ONLY (SEE NEC 230-28)<

RESIDENTIAL - OVERHEAD SERVICE|

BLF - 230

pieces providing the coupling is | SUPPORT MAST ASSEMBLY |

located below the roof line and an i S IEATES LATEST RERSION AND SERVICE ENTRANCE DETAIL

additional clamp has been installed. 3 MESTERN RESOURCES | 8310
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OK
Yes No n/a

HEEEN

230.24 & SS31.0 Does the
installation comply with the
required clearances above the roof,
overhang, etc. as specified? NEC
requires 8ft with 3ft of clearance in all
directions, EXCEPT for:

1) Roof that allow for or within 3 of
pedestrian traffic require 10ft of
clearance to walking surface.

2) Where voltages between
ungrounded conductors does not
exceed 300V and the roof has a pitch
of 4”1in 127, clearances may be
reduced to 3ft.

3) Where voltages between
ungrounded conductors does not
exceed 300V, clearances for overhangs
may be reduced to 18 if not more than
6ft of service-drop conductors pass
over 4ft of overhang and is terminated
in an approved manor.

4) Vertical clearance requirements of
3ft from the edge do not apply when
properly terminated on the side of a
building.

OK
Yes No n/a

HpEEN

250.92 Has the Green Bonding
Screw been installed at the first
means of disconnect (or bonded by
other approved means)?

If a subpanel has been installed are
the conductors properly sized?

OK
Yes No n/a

OO

250.118 If a subpanel is install, has
the fourth conductor been properly
sized or is an approved alternate,
(conduit, flex, etc.)?

OK OK

Yes No n/a Yes No n/a
HEEEN HEEEN
Notes:

Date Inspector
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